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the ship aboard which the ship earth
station is to be installed and operated.

(b) A station license for a portable
ship earth station may be issued to the
owner or operator of portable earth
station equipment proposing to furnish
satellite communication services on
board more than one ship or fixed off-
shore platform located in the marine
environment.

[52 FR 27003, July 17, 1987, as amended at 54
FR 49995, Dec. 4, 1989]

§ 80.1187 Scope of communication.

Ship earth stations must be used for
telecommunications related to the
business or operation of ships and for
public correspondence of persons on
board. Portable ship earth stations are
authorized to meet the business, oper-
ational and public correspondence tele-
communication needs of fixed offshore
platforms located in the marine envi-
ronment as well as ships. The types of
emission are determined by the
INMARSAT organization.

[52 FR 27003, July 17, 1987]

§ 80.1189 Portable ship earth stations.

(a) Portable ship earth stations are
authorized to operate on board more
than one ship. Portable ship earth sta-
tions are also authorized to be operated
on board fixed offshore platforms lo-
cated in international or United States
domestic waters.

(b) Portable ship earth stations must
meet the rule requirements of ship
earth stations with the exeception of
eligibility.

(c) Where the license of the portable
ship earth station is not the owner of
the ship or fixed platform on which the
station is located, the station must be
operated with the permission of the
owner or operator of the ship or fixed
platform.

[52 FR 27003, July 17, 1987]

RADIODETERMINATION

§ 80.1201 Special provisions for cable-
repair ship stations.

(a) A ship station may be authorized
to use radio channels in the 285–315 kHz
band in Region 1 and 285–325 kHz in any
other region for cable repair radio-

determination purposes under the fol-
lowing conditions:

(1) The radio transmitting equipment
attached to the cable-marker buoy as-
sociated with the ship station must be
described in the station application;

(2) The call sign used for the trans-
mitter operating under the provisions
of this section is the call sign of the
ship station followed by the letters
‘‘BT’’ and the identifying number of
the buoy.

(3) The buoy transmitter must be
continuously monitored by a licensed
radiotelegraph operator on board the
cable repair ship station; and

(4) The transmitter must operate
under the provisions in § 80.375(b).
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